Differential Pressure Meters

Media 6
Media 6 Z

Application

Microprocessor-controlled  transmitter for measuring and
indicating the differential pressure or measured variables
derived from it - Suitable for gases or liquids - Measuring
ranges from 0...100 to 0...3600 mbar - PN 50

CE &

Scope of application

— Liquid level measurements in pressure vessels, in parficular,
for cryogenic, liquefied gases

— Differential pressure measurements between the flow pipe
andl return flow pipe

— Pressure drop measurements in valves and filters

~ Flow rate measurement according fo the differential pres-

sure method

Liquid level measurement

When vsed in combinatien with an appropriate power supply
unit [e.g. SAMSON Type 5024-1) for the electric power supply
or the Media MTM 32 hardware for remote data transmission,
the tank content [function of hydrostatic pressure, tank geometry
data and liquid density of the stored gas) is converted into a 4 fo
20 mA signal, which is proporfianal to the tank content and dis-
played on a LCD in the selected unit of measure. Additionally,

limit values can be monitered and indicated.

Remate fransmissicn of all relevant Media 6 data is passible us-
ing the Media MTM 32 hardware and the Media MTM 98 sofi-
ware. The tank data can be transmitted via a phene line or GSM
fo o remate PC, where they are analyzed.

Flow rate measurement

When used in combination with an orifice plate assembly
{Type 90 Orifice Flange), the Media 6 devices can be used for
continuous flow measurement or counting the flow rate!! of
gases, vapors and liquids (differential pressure method)

Special features

e Suitable for liquids, gases, and vapors

* Microprocessor-controlled transmiiter with RS-232 inter-
face for configuratien and programming on sife

e Twe adjustable software limit switches

« Gas selection by switch

¢ Programming via memory pen

e Digitdl display (LCD) for temperatures down to —40 °C
with 100 % bar graph as well as alarm and waming
markers

« Zero point and span adjustment activated via key without
influencing each other

« Two-wire connection for 4 to 20 mA signal

0 Only with Meclia 6 Z

Fig. 1 - Media &

e Easy configuration using TROVIS-VIEW software

e Overloadable on one side up o the permissible static
pressure, indicating unit with burst profection

e Field unit with degree of protection IP 65

e Digital display can be switched on or off by a switch

e Eight-figure counting flow rate reading "

* Pulse output properfional to quantity for external meter !

Versions

Media & with LCD - Transmitter with digital display - Twe-wire
connection - Output signal 4 to 20 mA, supply voliage 12 to
36 V DC, consisting of:

LCD 2 90 mm with 100 % bar graph and blinking alarm and
warning markers - Two software limit switches or one software
limit switch ace. to NAMUR and a pulse cutput ' - dp cell made
of CW&17M [brass) or stainless steel - Free of ail and grease for
oxygen - Measuring ranges from 100 to 3600 mbar - ECO
measuring diaphragm - Zero point and span adjustment acti-
vated via key - Process connections G 3/8 A - RS-232 interface

Media 6 optionally available with:

~ Version as above, but for hazardeus areas - Input circuit
with fype of protection €2 Il 2 G EEx ia IIC T6

— Directly connectable valve block with fest connection to

check the tank pressure and with cennection for pressure
switch
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