Mecoin,s.A.

medicién y control industrial

Ball valves DIN

Pekos

General features

W Construction "split body".
W Construction DIN 3357 PN 10 up to PN 40.
W Distance between flanges as per EN 558-1:

DN 15 to DN 100 basic serie 1 (equivalent to DIN 3202 F1)

DN 15 DN to 100 basic serie 14 and 27 (equivalent to DIN 3202 F4)
DN 125 a DN 400 basic serie 15 and 27 (equivalent to DIN 3202
F5)

B Flanges drilled as per EN-1092 PN10-40 and DIN 2532, 2533,
2542, 2543, 2544, 2545 and ISO 7005.

B Flanges surfaces as per EN 1092 type B and DIN 2526 form C.
W Leak test as per EN 12266 and DIN 3230 parte 3.
B Top flange ISO 5211 for actuator assembly.

W Standard construction materials are: cast iron, carbon steel
and stainless steel. Special alloys can be supplied upon
request.

Valvulas de bola DIN

Caracteristicas generales

W Construccion del cuerpo en dos piezas.
B Construccion segun DIN 3357 de PN10 a PN40.
M Distancia entre bridas segun norma EN 558-1:

DN 15 a DN 100 serie basica 1 (equivalente a DIN 3202 F1)
DN 15 a DN 100 series basicas 14 y 27 (equivalente a DIN 3202 F4)
DN 125 a DN 400 series basicas 15y 27 (equivalente a DIN 3202 F5)

B Taladrado de las bridas segtin normas: EN 1092 (PN10-40) y
DIN 2532, 2533, 2542, 2543, 2544 y 2545 e ISO 7005.

B Superficie de las bridas segun EN 1092 tipo B y DIN 2526
forma C.

B Pruebas de estanqueidad segin EN 12266 y DIN 3230 parte 3.

W Brida superior segun ISO 5211 para adaptacion de actuado-
res.

B Materiales de construccion estandar: fundicion de hierro,
acero al carbono y acero inoxidable. Bajo demanda se pue-
den suministrar aleaciones especiales.

Design advantages Ventajas del diseio

Top flange 1SO 5211
Brida superior ISO 5211

Guided stem

/ Eje guiado

Stem packing
MAINTENANCE FREE
Estopada del eje LIBRE
DE MANTENIMIENTO

Anti-blow out stem
Eje no eyectable

\ Antistatic device.

Eje antiestatico
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